
WOODBURNING STOVE / FIREPLACE

QUESTIONNAIRE

FPLQ-1 WOOD STOVE - FIREPLACE QUESTIONAIRE

This form must be completed and signed by the insured for any mobile home with a non-factory installed woodburning stove or fireplace. Submit the 
signed certification and application accompanied by one photo which shows the stove/fireplace and one exterior photo of the chimney.

Please be sure to fill in the General Information section in all cases. If the stove/fireplace is installed in a site-built room addition, fill in Section B only; 
otherwise, fill in Section A only.

GENERAL INFORMATION

Applicant's Name   City   State 

Stove brand name   Years old   Protection Class 

Installed by:  Distributor  Contractor  Homeowner  Other __________

Date Installed: ____________ month/year  New  Used 

Installed in:  Livingroom  Kitchen  Bedroom  Other __________

Type of fuel used:  Wood  Coal  Other __________ 

Type of stove/Fireplace:  Free Standing  Fireplace insert  Pellet Stove  Other __________

Yes No

Is stove used as a primary heating source?

Is temperature gauge used?

Does applicant have at home at "Class A" type fire extinguisher?

Number of smoke detectors in home  Battery Powered?

Distance from stove to the nearest smoke detector?  feet

How often is the chimney cleaned? 

How thick is the foor protection mat under the stove?  inches

The floor mat content:  Steel  Asbestos  Other 

Section A
Complete if Woodburning Stove / Fireplace is installed in mobile home of factory built room addition.

Yes No

Is the stove connected to an inlet that provides air directly from outside the mobile home?

Is the stove anchored to the floor of the mobile home?

Was the stove installed with a factory built chimney that attaches directly to the stove?

Chimney kit brand name:

Chimney is routed through:  Wall      Ceiling

Inches

Distance floor protection mat extends in front of stove opening?

Distance floor protection mat extends from side of stove?

Distance between stove and nearest wall?

Distance between stove and nearest combustible material (furniture, drapes, carpeting, etc.)?

Section B
Complete if Woodburning Stove / Fireplace is installed in a site-built room addition.

Stove is vented through:  Wall  Ceiling

Chimney is:  Factory built (insulated metal stack)  Chimney block

Wall covering nearest stove is:  Panelling  Plasterboard  Other

Has a heat shield been installed behind stove?  Yes  No

Inches

Distance between stove and nearest wall.

Distance between stove body and floor protection mat?

Distance floor protection mat extends in front of stove opening?

Distance floor protection mat extends from sides of stove?

Distance between ceiling and vent pipe if vented through wall?

Distance between stove and nearest combustible material (furniture, drapes, carpeting, etc.)

Insured's Signature: Date:


